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IDE to SATA Host Adapter  
1.Introduction 
This SATA-to-Ultra ATA/133 Converter Board is a converter solution for the Parallel Ultra ATA 
Devices. It has a standard 40 pin ATA port which can interface to IDE device 
such as Hard Disk, CDROM, DVD, CD-RW, etc.  
It accepts Serial ATA commands through the SATA interface from the host, 
decodes the commands and converts them to parallel ATA commands to the 
device. 
Response from the device through the parallel ATA bus are deciphered, 
processed and converted to SATA protocol and sent to the host. 
The Converter Board supports the SATA Generation 1 transfer rate of 1.5 Gb/s 
(150 MB/s) on the serial side and is compatible with Ultra ATA-133 on the 
parallel ATA side. 
The space saving design is particularly useful where things are a bit tight as it fits 
right up close behind the drive. 
 
1.Features 
1.1.Overall Features 
• Compatible with Ultra ATA 133 specifications. 
• Supports all types of ATAPI, ATA/133, ATA/100, ATA/66, ATA/33, EIDE and 
IDE storage devices (DVD, DVD-RAM, MO, CD-ROM, CD-RW, Hard Disk). 
1.2. Serial ATA Features 
• Compatible with Serial ATA 1.0 specifications. 
• Supports Serial ATA Generation 1 transfer rate of 1.5Gb/s. 
• Supports Spread Spectrum in receiver. 
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2. Installation 
 

 
 
 
1. Connect the adapter to your IDE device (HDD, CD, DVD ROM etc.) 
Please check the picture and notice the direction of IDE port. Place a small piece 
of rubber between the IDE device and the Adapter Board to prevent accidental 
shorting against the metal body of the drive. 
Note that the power cable setup shown above may dif fer from that supplied.  
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2. Connect the power cable to the adapter.  
Note that on some models this is a larger Molex HDD type connector. 
 
 

 
 
 
3. Connect the 4 PIN power cable to your IDE device. 
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4. Connect the SATA cable between the adapter and your computer. 
 
 

 
 
 
 
5. Plug the 4 PIN power cable to the power supply which will provide power to 
both the adapter and your IDE device. 
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Note 
*** The IDE to SATA Adapter must be connected to an  IDE device. DO NOT 
power on without device attached. 
 
*** IDE interface is NOT plug & play. We don’t reco mmend using this board  
with a mobile rack. If you really like to use it wi th IDE mobile rack, the HDD 
must be connected and power on. Don’t remove mobile  rack from your 
system. 
  
***This card with your IDE device is still not a ho t swap device and please 
turn off your computer before hardware installation . 
 
*** Please make sure that your PC is powered OFF du ring your hardware 
installation. 
 
*** Please set the jumper as master on your ATA dev ice.  


